Thornbury" @

JNILOCK

1-800-UNILOCK | UNILOCK.COM PAVERS & WALLS




™ ~ ™
Thornbury”™ @ ENDURACCLOR
Bundle Type RANDOM
Plant Produced MICHIGAN
Thickness (mm) 70MM
Bundle 88.61
Layer 11.08
SQFT PER
Section .
Stone 0.92
Layers 8.00
LAYING PATTERNS APPLICATIONS PER BUNDLE Y
¥ Sections -
& —
SqFt .
APPEARANCE Section -
X SOLDIER LNFT PER
Edge Detail - Zero Layer -
Surface Texture - Textured Bundle B
Joint Spacing - 11-18
Thornbury Fixed O{n pa::lng mm
Random A Void - 4.4% SqFt -
Section -
SAILOR LNFT PER
TECHNOLOGIES Layer -
PERMEABLE Bundle -
Can beinstalled to allow water
e to flow through SqFt 1.08
UNITS PER Section -
Thornbury Fixed ENIEIURACOLOR“ Bundle 96.00
Random B Refined surface and
long-lasting color Layer 355
LBS PER Section -
TECHNICAL INFORMATION Bundle 2837
Conforms to ASTM C 936
Eligible for LEED v4.1credits COLORS Reflectance Stock
Birch SR n/fa SRI n/a v
Thornbury Fixed Sierra SR n/a SRI n/a v
Random C
SIERRA
@
he)
S
BE: LARGE RECTANGLE MEDIUM RECTANGLE . SMALL RECTANGLE
S 350 x 420 x 70mm 210 x 350 x 70mm 173 x 210 x 70mm
é 137 x16 Y5 x 2 3" 834 x 137 x 234" B67x8%x23%"
.‘é‘
o
M

32 Units/Bundle

32 units/Bundle

32 units/Bundle

Notes: SOLD IN FULL BUNDLES ONLY and is produced on an optional, refundable skid. Important: A urethane rubber paver mat must be used to prevent scuffing when compacting. All measurements are nominal. Contact Unilock for more information.
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